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Brand-New iMDT6000 m

MOTIA

MObile Telemetics utoplA
Who have developed and provided various kinds

of vehicle tracking units for fleet managers---

iMDT6000
Word Class Mobile Data Terminal
Dual Core CPU/Android/WEC7/3G/Glonass/GPS/Bluetooth/WiFi K ¥ IK-d

The Most Powerful and Rugged Mobile Data Terminal

The go-anywhere solution for companies who need reliable mobile communication throughout their supply chain and

want to future-proof their technology purchase with advanced communications options, modularity and ruggedness.

MOTIA - MObile Telemetics utoplA

MOTIA is known as one of the most reliable on-board
computer manufacturer in fleet management industry
since 2003. We have developed and upgraded our
products line up tailored to the needs of our clients who
have provided excellent Fleet Management Services over
the world.

MOTIA presents the most rugged, compact, reliable and

high-value tracking device, “iMDT6000" designed reliable
installation in Truck and Trailor with outdoor exposure.

iIMDT6000 Key Features:

MOTIA supports various OEM or technical customization
services to our long term partners. We are trying to
reflect all customer requirements from the embedded
board modification level up to slight housing/ cable
design changes.

MOTIA has provided basically 3 years warranty for all of
our products based on long term accumulated QC and
RMA system. (The warranty period can be also extended
more by a separate agreement.)

ARM Cortex-9 Dual Core 1GHz processor

Ultra low power sleep mode

Microsoft WEC7 or Android Kitkat OS

Highly sensitive Glonass/GPS receiver for
positioning

Internal storage 1GB, RAM DDR3 1GB

3G Modem for high data bandwidth capability
and fast data transfer rate

Various kinds of communication ports

Superior internal or external antennas for
both GSM/GPRS and GPS/Glonass

Built-in Bluetooth and Wi-Fi (802.11b/g/n)

Over the air update capability for
configuration and firmware




iMDT6000 SPECIFICATION

Processor & Operating System CAN
CPU ARM Cortex-9 Dual Core 1GHz J1939 (plus J1708 optional)
Operating System Android Kitkat or Microsoft WEC7 GPS/Glonass
Memory SiRFstarlv, M10478-A3
RAM DDR3 memory 512MB 66 channels

(optional 1GB) Sensitivity -163 dBm
Display GSM/GPRS (3G, LTE optional)

7 inch VGA (165 x 1045 x 3.3) u-blox Lisa U200, 6-bands

LED backlight, wide type Sensitivity -106 dBm

350 nits Wireless Communication (optional)
Keypad & Button Bluetooth Class 2, 4.0 (GAP/SPP)

13 function keys Wi-Fi 802.11b/g/n, AP

1 power button Physical Characteristics

6 LEDs Size 187 x 155 x 44mm
Interface ports Weight 1.3 kg

. Total 6 x RS232 serial port .
RS232 serial ports Environment
(Expandable up to 8)

USB ports 1 x 2.0 USB Host Operating Temperature -20°C to +70°C

1 X 2.0 USB Client Humidity 5% - 90%

Accessible Expansion Slots

Internal/External SD socket 1 x Micro SD and 1 x External SD

Internal SIM card GSM communication “4mm 187mm “etmm
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Additional audio connectors
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